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특징　Feature
●  노브에 주름을 넣어 잡기 쉬운 모양입니다. 
●  스텐레스제로 내식성이 뛰어납니다. 
●  Ridged, easy-to-grip shape.
●  Stainless, corrosion-resistant.

사양 재질:  스텐레스 강봉(SUS304) 
표면 마무리: 헤어 라인 마무리 

용도  각종 패널의 고정 
납기 표준품・・・납기는 문의해 주십시오 
비고  철제, 주름이 없는 타입, 기타 크기도 있습니

다. 문의해 주십시오. 

Specifi-
cations

◦ Material: Stainless steel rod (SUS304) 
◦ Finish: Hairline finish

Specific use ◦ Fastening all types of panel 

돌기 노브 
KNURLED KNOBS

●: RoHS10 대응품  ▲: RoHS10에 대응 가능합니다. 
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A-1538
스텐레스제 

큼직한 그립으로 작업성 향상 
Large grip improves work efficiency

상품번호 
Product No. 

비고 
Remarks L1 L2 φD1 φD2 M 제품질량(g) 

Mass 
코드 

Code 
A-1538-M4-10 ●

숫나사 
Male screw

9.5 10 16 8 4 8 04768
A-1538-M4-16 ● 9.5 16 16 8 4 9 04769
A-1538-M5-10 ● 11.5 10 20 10 5 16 04770
A-1538-M5-20 ● 11.5 20 20 10 5 17 04771
A-1538-M6-20 ● 15 20 24 12 6 30 04772
A-1538-M6-30 ● 15 30 24 12 6 32 04773
A-1538-M8-20 ● 18 20 30 16 8 58 04774
A-1538-M8-30 ● 18 30 30 16 8 60 04775
A-1538-M4F ●

암나사 
Female screw

9.5 16 8 4 7 04776
A-1538-M5F ● 11.5 20 10 5 13 04777
A-1538-M6F ● 15 24 12 6 23 04778
A-1538-M8F ● 18 30 16 8 44 04779

A-1538-M8-30 A-1538-M8F

〔A-1538-M〕 〔A-1538-M□F〕

●: RoHS10 대응품  ▲: RoHS10에 대응 가능합니다. 
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상품번호 
Product No. φD₁ φD₂ M 파괴 조임 토크 N・m 

Breaking torque
권장 조임 토크 N・m 
Tightening torque

제품질량(g) 
Mass

코드 
Code

AP-58-M6×20 ● 20 13 M6 1.3 0.6 3 04321

AP-58-M8×20 ● 20 13 M8 2.0 1.0 4 04316

AP-58-M10×20 ● 24 15 M10 3.0 이상  
or more 1.5 5 04322

특징　Feature
●  염화비닐 수지(무연)을 사용해서 내약품성이 뛰어납니
다. 

●  앞면은 그레인 패턴 가공을 했습니다. 
●  손가락으로 돌리기 쉬운 모양입니다. 
●  Made from chemical-resistant (lead-free) vinyl chloride.
●  Surface is textured.
●  Easy to turn with the fingers.

사양 재질: 염화비닐 수지(무연) 
표준색: 아이보리 

용도  반도체 제조장치・FPD 제조장치 
비고  풀림 방지제 등 용제를 사용할 때는 충분한 

검증을 실시하십시오. 

Specifi-
cations

◦ Material: Vinyl chloride (lead-free)
◦ Standard color: Ivory

Specific-
use

◦ Semiconductor manufacturing equipment, 
FPD manufacturing equipment

Remarks ◦ Be sure to test adequately when using a 
solvent such as thread-locking fluid.

AP-58-M8×20 

AP-58
플라스틱제 VINYL  CHLORIDE  KNURLED  SCREWS

염화비닐 돌기 나사 


