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래치 자물쇠 

특징　Feature

●��좌우�50°�회전으로�10mm�래치가�작동합니다.�
●��원터치�도어에�최적�
●  The 10 mm latch operates by turning 50° right and left.
●  Suitable for the one-touch door.

사양�
재질:�냉간�압연�강판(SPCC)�
표면�마무리:��아연�도금�크로메이트�처리

(MFZn-C)�
용도� 건기・특장차・버스�
비고� �A-100(501페이지)과�조합하여�사용하십시

오.�

Specifi-
cations

◦Material: Cold rolled steel plate (SPCC)
◦ Finish:  Zinc plating chromate treatment 

(MFZn-C)
Specific-

use
◦ Construction machinery, specially equipped 

vehicles, buses
Remarks ◦ Use in combination with A-100 is recommended. 

(See page 501.)

특징　Feature

●��탭은�철주물로�견고합니다.�
●��디덴트�방식에�의해�90°로�유지합니다.�
●��내식성이�뛰어납니다.�
●��좌우�겸용형�
●  The tab is rigid cast iron.
●  The detent system retains the turn at 90°.
●  Excellent vibration resistance.
●  For both left-hand and right-hand use.

사양�
재질:�냉간�압연�강판(SPCC)�
표면�마무리:��아연�도금�크로메이트�처리

(MFZn-C)�
용도� 특장차・진동기기�

Specifi-
cations

◦Material: Cold rolled steel plate (SPCC)
◦Finish:  Zinc plating chromate treatment 

(MFZn-C)
Specific use ◦ Specially equipped vehicles, oscillation devices

특징　Feature

●��콤팩트�사이즈로�좁은�곳에�최적입니다.�
●��부착이�간단�
●��우측용・좌측용(본�그림�및�사진은�모두�우측용입니다)�
●  Compact size perfect for tight spaces.
●  Easy installation.
●  For the left-type or right-type.  

(The photo and drawings show the right-type)

사양�
재질:�냉간�압연�강판(SPCC)�
표면�마무리:��아연�도금�크로메이트�처리

(MFZn-C)�
용도� 창틀・점검�도어・소형�도어�

Specifi-
cations

◦Material: Cold rolled steel plate (SPCC)
◦Finish:  Zinc plating chromate (MFZn-C)

Specific use ◦ Window frames, inspection doors, small doors

●:�RoHS10�대응품��
▲:�RoHS10에�대응�가능합니다.�

●:�RoHS10�대응품��
▲:�RoHS10에�대응�가능합니다.�

●:�RoHS10�대응품��
▲:�RoHS10에�대응�가능합니다.�

C-168

C-859

C-847-R（TR-1-R）

상품번호 
Product No. 

제품질량(g) 
Mass 

코드 
Code 

C-168 ● 200 20479

상품번호 
Product No. 

제품질량(g) 
Mass 

코드 
Code 

C-859 150 21656

상품번호 
Product No. 

코드 
Code 

C-847-R（TR-1-R） 905791
C-847-L（TR-1-L） 905790
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※�본�그림의�치수는�참고�치수입니다.�
부착은�현품을�확인한�후에�해주십시오.�
※�Dimensions�in�the�drawings�are�
just�for�reference.�
Check�it�with�you�actual�products.

C-847
철제� SLITTING��LATCH��LOCK

C-859
철제� DOOR��LOCKS

C-168
철제� SQUARE��LATCHES

슬릿식�걸쇠�자물쇠�

각형�도어�록�

각형�래치�


